




The Blaze Low Profile Fire Rated Fixed LED Downlight 
is an IP64 fire rated downlight. Suitable for both 
domestic and commercial applications including 

bathroom usage, the Blaze LED downlight come in a 
white or black aluminium finish, and 

include integrated dimmable CREE COB LEDs. 

Available in fixed or adjustable versions. They are 
available in three colour temperature’s, narrow and 

wide beam, to suit whatever effect you desire.

This is a low profile downlight in the Blaze family. This 
downlight is ideal for scenarios where ceiling depth is 

limited. Only 50mm clearance recessed depth is 
required for heat dispersal.



Integrated driver, fully dimmable

Fire Rated - 60 minute

Small Trim

Cree® XLamp® XA1512 LED

Double insulated

Pre-wired cord gripped

Low ceiling depth

Strong steel clips

IP64 - Dust tight. Protection from 
splashed water.

Anti-Glare



STANDARD FIRE-RATED 
DOWNLIGHT

BLAZE LOW PROFILE DOWNLIGHTS ARE 
IDEAL FOR  IDEAL FOR SCENARIOS WHERE 

CEILING DEPTH IS LIMITED. 

ONLY 50MM CLEARANCE RECESSED DEPTH IS 
REQUIRED FOR HEAT DISPERSAL.

Just 50mm ceiling 
depth required

At least 120mm ceiling 
depth required



110mm

40m
m

91mm cutout

BLAZE LOW-PROFILE ADJUSTABLE 9W

• Fire Rated - Part B
• Adjustable
• Energy Efficient - Part L
• Rated IP64 
• Small and Compact Size
• Dimmable with leading/trailing edge dimmers
• Double Insulated   
• Depth 40mm
• 25,000 hours lifetime 

WHITE

Product Code Wattage Beam 
Angle

Power 
Factor

Lumens Lumens 
per Watt

CRIDimming

FIRE BLAJ2501IN
FIRE BLAJ2501WW

9W
9W

30°
30°

0.90
0.90

600
600

90
90

90
90

Yes
Yes

Comparable 
Halogen

75W
75W

Colour 
Temp

2700K
3000K

Colour

White
White



BLAZE LOW-PROFILE FIXED 7W

Product Code Wattage Beam 
Angle

Power 
Factor

Lumens Lumens 
per Watt

CRIDimming

FIRE BLAZ2501IN
FIRE BLN2501WW
FIRE BLAZ2501WW
FIRE BLAZ2501CW
FIRE BLAZ2504WW

7W
7W
7W
7W
7W

30°
10°
30°
30°
30°

0.90
0.90
0.90
0.90
0.90

600
600
600
600
600

86
86
86
86
86

90
90
90
90
90

Yes
Yes
Yes
Yes
Yes

Comparable 
Halogen

75W
75W
75W
75W
75W

Colour 
Temp

2700K
3000K
3000K
4000K
3000K

Colour

White
White
White
White
Black

84mm

38m
m

75mm cutout
• Fire Rated - Part B
• Fixed
• Energy Efficient - Part L
• Soundproof - Part E
• Rated IP64 
• Small and Compact Size
• Dimmable with leading/trailing edge dimmers
• Double Insulated   
• Depth 38mm
• 25,000 hours lifetime 

WHITE

BLACK
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