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WISEBOX

We are excited to celebrate 20 years of the Wisebox and are introducing Wisebox Four V4 and Wisebox
One V2. This is the no.1 wirelessly controlled box in the UK. It has the same great features of wireless
switching for lighting and controls. It now has the ability to add the Wise Wifi Direct Chip into the circuit
board. Using the Wise Direct app you can now control the Wisebox directly from your phone, see the
status of the lights, program time lag, and timers including dusk & dawn settings. We can’t wait for you
to try it!
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Up to 200m Range Controlled by wireless IP56, Suitable for Control with your phone
switches, remotes or outdoors using Wise Direct or
PIRs Wise Daisy
Z AN
VN
Preset Time-lag No software
function required

With New Wise Direct and Wise Daisy

* @

DAISY DIRECT

#_  Download on the ANDROID APP ON

@& App Store » Google play



System Example...

BOX 1. ON/OFF o

BOX 2. ON/OFF
BOX 3. CIRCUIT 1 - ON/OFF
BOX 3. CIRCUIT 2 - TIMELAG

0000

Control Wise Box receivers,
using your smart phone at
home or away.

BOX 4. CIRCUIT 1- ON/OFF
BOX 4. CIRCUIT 2 - ON/OFF
BOX 4. CIRCUIT 3 - TIMELAG
BOX 4. CIRCUIT 4 - ON/OFF

0000




WISE BOX FOUR V4

The Wise Box Four receiver will control your lights, water features, electric shutters and gates etc. Once
programmed, place the indoor wireless switch in a suitable location and the installation is complete.
Enjoy switching your circuits from anywhere in your garden or home with the remote control.

It now has the ability to add the Wise Wifi Direct Chip into the circuit board. Using the Wise Direct app
you can now control the Wisebox directly from your phone, see the status of the lights, program time
lag, and timers including dusk & dawn settings.

The Wise Box Four receiver has four fused 5 amp circuits with a maximum amperage of 20 amps
across the whole box. Any circuit can be increased to 10 amps as long as the box itself doesn’t exceed
the 20 amp limit. The WiseBox receiver can achieve up to a 200m range with a clear line of sight. These
circuits can be changed from switching to an open circuit.

The Wise Box Receiver Version 4 is an updated version of the original Wise Box Receiver. As well as the
standard on and off mode, Version 4 features four PIR timer dials. There is 1 for each circuit, which will
allow you to set times for our wired 2 channel PIR modules for sensor control.

Wise Direct Chip Programming buttons Dip switch
t. . option for
impulsive or
" on/off

IP56 weatherproof
box

- Timelag

. 16A Relay,
* 120A in-rush
current

Large

terminals " SAFuses

Large glands, fit
up to 4mm cable



Compatible with Wise Direct & Wise Daisy

IP Rating

Minimum Spacing Between Receivers
Radio Frequency

Range

Maximum Amps Per Circuit

Minimum Wattage

Voltage

Wise Box Four

Wise Box Four
4 Channel Box

WISEBOX REC V4

P

Wise Box Four Kit
With 4 Button Keypad & Keyfob

WISEBOX KIT V4

IP56

100mm

868.3 MHz

200m Max Line Of Sight
5A

1w

240V

Wise Box Four - Direct

Wise Box Four - Direct Kit
With 4 Button Keypad & Keyfob

WISEDIRECTBOX4

Wise Direct Chip

WISEDIRECT CHIP

4
DIRECT

wwog

Wise Box Four - Daisy

Wise Box Four - Daisy Kit
With 4 Button Keypad & Keyfob

WISEWIFI4BOXKIT

wwegL



WISE BOX TWO V2

The Wise Box Two is a receiver that has three functions. The functions are on/off switching, push-to-
make switching and timelag switching. The timelag function can be set to work between 1 second and
9 hours. This is very popular when installing lighting for communal hall ways and stair cases. As the
switches are all wireless they can be placed anywhere with minimal effort.

The receiver has two 10 amp channels with a 200 metre range. Thee channels can be changed from
switching to push-to-make. Each circuit on the box is fused individually with a 10 amp fuse to protect all
the circuits.

It can be programmed in 4 different ways:
« Option A - Push-to-make
+ Option B - Single Button Switching ON/OFF

« Option C - Two Button Switching ON/OFF
+ Option D - Time Delay

Impulsive LED ON/OFF LED  Seconds LED

., . . Minutes LED
IP56 weatherproof -

box

e
.
.
.
.
.
ces,
.
.
.
.
.
.
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Hours LED

------ Switch for
output
selection
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Compatible with Wise Daisy

IP Rating

Minimum Spacing Between Receivers
Radio Frequency

Range

Maximum Amps/Circuit

Minimum Wattage

Voltage

Wise Box Two

Wise Box Two
2 Channel Box

WISEBOX 2CH REC

-
-~

W™ -

Wise Box Two Kit
With 2 Button Keypad & Keyfob

WISEBOX 2CH KIT

IP56

100mm

868.3 MHz

200m Max Line Of Sight
10A

1w

240V

Wise Box Two - Daisy

-
-~

=1

Wise Box Two - Daisy Kit
With 2 Button Keypad & Keyfob

WISEWIFI2BOXKIT

Please note; Not compatible with Wise Direct

wwog
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WISE BOX ONE V2

The Wise Box One is a one channel receiver that is controlled wirelessly. We have developed the Wise

Box One Channel to place at multiple locations in one garden. The box is small, weatherproof, easy to

mount and black, to blend into surroundings. The Wise Box One has advanced software for more flexi-
ble programming.

The Wise box unit will control your lights, water features, electric shutters and gates etc. Once pro-
grammed, place the indoor wireless switch in a suitable location and the installation is complete. Enjoy
switching your circuits from anywhere in your garden or home with the remote control.

Wise Direct Chip

Set the switching to latching or impulsive Test button for manual ON/OFF

(@)
t

IP56 weather-
proof box -..
°
2 Easily screw to
Lo )
5 walls or fences
®
.3 4l 58 B ... Aerial
Large i LINE INPUT| LOAD OUTPUT WARNING
terminals \ 208 248Vac| o8- HNBVRID | SERIRUS mijlRY
se/8eHz | 1.5kw mAx LoaD [ OCCRR MUST |
Fiad 128vVac BY QUALIFIED
: L ELECTRICIAN
Large glands, fit .
up to 4mm cable Wired push button for

---------- ON/OFF or Time lag function

..... |
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Compatible with Wise Direct & Wise Daisy 4
DIRECT DAISY

IP Rating
Maximum Scenes per Receiver
Maximum Switches per Receiver

Minimum Spacing Between Receivers

Radio Frequency
Range

Maximum Wattage
Minimum Wattage
Voltage

Wise Box One

Wise Box One
1 Channel Box

WISEBOX 1V2 REC

=

~—

Wise 1 Channel Kit
With 1 Button Keypad

WISEBOX 1V2 +SW1

t4

Wise 1 Channel Kit
With 4 Button Keyfob

WISEBOX 1CH REC

IP56

168

42

100mm

868.3 MHz

200m Max Line Of Sight
3500W

1w

240V

Wise Box One Direct

=

~

Wise Box One - Direct Kit
With 1 Button Keypad

WISEDIRECTBOX1S1

L4

Wise Box One - Direct Kit
With 4 Button Keyfob

WISEDIRECTBOX1K4

Wise Direct Chip
WISEDIRECT CHIP

(@)
wwoe

| 115mm B
145mm

6.5mm

wuwgg

Wise Box One Daisy
~

Wise Box One - Daisy Kit
With 1 Button Keypad

WISEWIFITBOXKITS

e

Wise Box One - Daisy Kit
With 4 Button Keyfob

WISEWIFITBOXKITK



WISE DIRECT

4
DIRECT

The Wise Direct is a standalone chip that allows for direct Wifi
control, without the need for a Wise Daisy hub.
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Simple set-up
using app

Install Wise Direct
chip

Ok

No Wifi router
required

Preset Time-lag
function

Download Free Wise Direct app.
. Multiple users can use the app.
. No account required.
No Wifi router required.
Simple set-up.
Instant feedback of circuit status.
No programming required.
Preset Time-lag function.
7 day timer, with dusk till dawn function.

Wise Direct Chip
WISEDIRECT CHIP

00

amnn

Multiple users can
use the app

aBalala

Bt
T

TR

Instant feedback of
circuit status

Set timers

GETITON #Z Download|on the
® Google Play [ ¢ App Store

Compatible with Wise Box Four V4 & Wise Box One V2

i

i ——

No programming
required

\‘O',
-’"‘\. @

7 day timer, with dusk
till dawn function

® OFF Circuit 3
Wise Box Garden

When

At Sunrise

Repeat

o < ]
Set for any day



Now control your Wise Controls products using your Phone or
Tablet, from anywhere in the world.

The Daisy Wi-Fi Interface is programmable from the Wise Controls App, to control
all Wise Products remotely via smartphone. This works with both iOS and Android

devices.

Innovative and easy to use: with a touch from a Smartphone or Tablet. You can
activate and program the operation of all the installed automations, individually or in
groups; adjust the intensity / switch on / off the lighting automatically or manually;

create multiple scenarios and recall them at any time.

Daisy allows you to easily communicate with all the automations from anywhere
in the house, even remotely, with Smartphone or Tablet.

. , «  Simple scenario creation and scheduling of weekly timers.
Wise Daisy Interface

+  Allows you to control devices from multiple users.
WISEWIFI DAISY s . .
+  Possibility to check the status of the blue series devices.

hree WiFi Call & 15:08 w1l Three WiFi Call & 15:19

Rooms ( Setup Setup Rooms

- q Living room
| K
.
3edroon

SWITCH NAME BUTTON...

SWITCH NAME BUTTON...

— iR
LIVING ROOM BATHROOM

SWITCH NAME BUTTON...

SWITCH NAME BUTTON...

SWITCH NAME BUTTON...

SWITCH NAME BUTTON...

SWITCH NAME BUTTON...

[ P L L L L L

Pl
vy

il

Add your rooms Label your rooms Add photos of rooms Choose your switches
GETITON # Download on the
" Google Play ¢ App Store

Compatible with all Wise Boxes

( WORKS WITH o works with
| amazon alexa/ Google Home
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WISE RS232

The Wise RS232 Interface is used as a way of communicating
between the wise controls system and other AV equipment.

#*LUTRON. Control(4 «crestron J/RZ/

JANUS

TECHNOLOGY

Software drivers are available from Janus Technology.
janustechnology.co.uk/product-category/drivers/manufacturer/drivers-manufacturer-wise-controls/

\ Wise RS232 Interface
WISE RS232

Wise RS232 Transformer 5V

WISE RS232 5V

11



WISE INTENSE KEYPADS

WIRELESS - SURFACED + CHANGEABLE PLATE « NO BACK BOX

Intense Keypads

1 Button

[ ] WISE INTENSET WH

Intense Plates

1 Button

I 1 wiseinT1 POLSTL

4 Button

§ | wiseINT4 POLSTL

(o)
' [l st INTENSET BL | WISEINT1 SATSTL 1| WISEINT4 SAT.STL
Bl wiseint BmaA Bl wiseintaBmA
WISEINT1 GLASS WISEINT4 GLASS
2 Button
= [ ] WISE INTENSE2 WH
: [l wise INTENSE2 BL 2 Button 6 Button
I 1 wisenT2 POLSTL I | wisEINT6 POL.STL
3 Button | WISEINT2 SATSTL | WISEINT6 SATSTL
1 wiseiNT2 BMA B wisenTe BMA
— [ ] wise INTENSES WH WISEINT2 GLASS WISEINT6 GLASS
= [l \isE INTENSE3 BL
4B 3 Button 7 Button
utton
— | wWisEINT3 POL.STL ]| wiseINT7 POLSTL
— [ wise INTENSES WH I WISEINT3 SATSTL U WISEINT7 SATSTL
o Il wisE INTENSE4 BL B wiseiNT3 BMA B wiseinT7 BMA
WISEINT3 GLASS WISEINT7 GLASS
6 Button
== [ ] wISE INTENSE6 WH
(EDE)
P Il \isE INTENSE6 BL
7 Butt Finishes
utton o
e (e i Intense Side View D White I I Polished steel
g'a [ ] WISE INTENSE7 WH | noBack B ook B stin steel
Sie Il wise INTENSE7 BL Box required Glass 1 Bronze

12
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WISE ID KEYPADS

Finishes

[ ] white
lI Brass

1 Button

[ ] wiseibpsw1 pw
I ] wiseibpsw1 PB
1§ ] wiseibpswi ps
W wisEIDDSW1 S8
1 wiseibpsw1 BMA

2 Button

[ ] wisebpsw2 pw
[ wiseibpsw2 pB
1§ | wiseibbsw2 ps
I wisEDDSW2 sS
B wiseibpsw2 BMA

3 Button

[ ] wiseibpsws pw
I ] wiseibbswa pB
1§ ] wiseibpswa ps
I wiISEIDDSW3 S$
1 wiseibpsws BMA

II Polished steel

. Satin steel
. Bronze

ID Side View

Box required

4 Button

[ ] wiseibDswa pw
[ ] wiseibpsw4 P8
1§ | wiseibbswa ps
W WISEIDDSW4 SS
1 wiseibDsw4 BMA

7 Button

[ ] wisebpsw7 pw
['] wiseibpsw7 P8
1] wiseibDsw7 ps
I WISEIDDSW7 SS
B wiseibpsw7 BMA

7 + 7 Button

[ ] wiseiDsw7+7 Pw
[ | wisEIDDSW7+7 PB
J | wiseibDsw7+7 ps
| WISEIDDSW7+7 SS
B wiseibDsw7+7 BMA




WISE FLIP KEYPADS

WIRELESS - TABLE STANDING

1 Button 4 Button

[ ] wisE FLIPT WH [ ] wisE FLIP4 WH
Il wiseFLpT BL : Il wiseFLPaBL

J | wiseFLPT POLS : || wiseFuPaPoLs
T WISE FLIP1 SATS T WISE FLIP4 SATS
1 wise FLiP1 BMA B wisE FLIP4 BMA
2 Button 7 Button

[ ] wise FLIP2 WH SO [ ] wisE FLIP7 WH
Il wiseFupP2BL : ~ Il wiserLP7BL
]| wiserLP2POLS 5.3 J 1 wiseFLIP7 POLS
' WISEFLIP2 SAT:S I WISEFLIP7 SATS
B wise FLiP2 BMA B wisE FLIP7 BMA

3 Button

[ ] wisEFLIP3 WH
Il wiseFLP3BL

I | wiseFLPs POLS
1 WISEFLIP3 SATS
B wise FLiP3 BMA

Finishes
|:| White I I Polished steel
. Black . Satin steel

II Bronze

14
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WISE REMOTES/KEYFOBS

Wise Evo Remote
7 Channel

[l wiseevo7 BLACK

&) i

Wise Pod Remote
7 Channel

[ ] wisepop7 wHT
[l wisePoD7 BLACK

Wise Evo Remote
42 Channel

Il wiseEvo42 BLACK

| T

Wise Pod Remote
42 Channel

[ ] wisePOD42 WHT
[l wisePop42 BLACK

Wise Mio Wise Mio
2 Button 4 Button
W WISEMIO2 ALU/BLK W WISEMIO4 ALU/BLK

Wise Keyfob
1 Button

[l wisexr1 GLoss



WISE ACCESSORIES

Sensors

|

Accessories

Dusk to Dawn Sensor

WISE DUSK/DAWN

Wireless PIR Sensor Kit

|| wise sLw2000 w
Il wise NsLB2000 B

Wise Aerial 868Mhz

WISEANT868 BLACK

Wise Booster IP54

WISEBOOSTER IP54

Wise Switch Receiver and
Weather Proof Socket Kit 240V

WISEREC1CH 3000 KIT

Wise Wireless Waterproof Single
Gang 2-Way 240V Switch (SP)

WISE TGVLO1 240V

Wise Rocker Switch Transmitter
Volt Free, 2 Channel 3V Battery

WISE 2CH ROCKER

Wise Retractive Switch
Transmitter Volt Free

WISE 2CH RETRACT

Wireless Twilight Switch 240V
WISE DUSW

Wise Transmitter 240V
2 Channel

WISE 2CH PIR MOD

Wise RS232 Interface

WISE RS232

Wise Pod IR Interface

WISEPOD7 *IR*

Wise Style Time Clock
2 Channel White

WISETC4 WHITE

Wise Wireless Waterproof Single Gang
2-Way 3V Switch Battery (SP)

WISE TGVLO1 3V

Wise Contactor
7000W

WISE CONTACT 32

16



Available at your Local Wholesaler

Distributed by
Head Office / Showroom / Trade Counter Showroom / Trade Counter @ = ®
19-23 Lydden Road, Wandsworth, 82-84 New Kings Road, Fulham, Mhﬁ;sﬂgﬁlgrgg
London, SW18 4LT London, SW6 4LU

t:020 8874 2234 e : info@mr-resistor.co.uk www.mr-resistor.co.uk



