
T h e  N E W T  R a n g e
PLUG & PLAY 1W LED Outside Lights

DESCRIPTION

Driver for the Newt range.

SPECIFICATION

Length  100mm
Height    56mm
Depth  46mm
Wattage  20VA
Voltage  12V
IP Rating IP64
Max fittings 6

Part No.

LED3014 DRIVER

DESCRIPTION

10 Metre Lead with 6 points 
for Newt Spike. Important, 
a cap or fitting must be in 
place   for the IP54 rating.

SPECIFICATION

Length    10m
Connectors  6
Voltage  12V
IP Rating IP54

Part No.

LED CABLE NO2 BL

DESCRIPTION

3 Metre Lead with 3 points 
for Newt Spike. Important, 
a cap or fitting must be in 
place   for the IP54 rating.

SPECIFICATION

Length    3m
Connectors  3
Voltage  12V
IP Rating IP54

Part No.

LED CABLE NO1 BL

DESCRIPTION

Aluminium surface mounted 
triple LED light with 3 flexible 
arms. 

SPECIFICATION

Fitting Height   680mm
Head Diameter  28mm
Base Diameter 100mm
Wattage  1W
Voltage  240V
IP Rating IP54
Part No.

LED3012 SLV/WHT

DESCRIPTION

Spike fitting requires the 
Newt driver. The newt leads 
are optional.

SPECIFICATION

Fitting Height   539mm
Head Diameter  28mm
Cable Length 3m
Wattage  1W
Voltage  12V
IP Rating IP54
Part No.

LED3014W BLACK

DESCRIPTION

The Kit contains a 3 Metre 
Lead, 3 Spike fittings, 1 
10VA driver

SPECIFICATION

Fitting Height   539mm
Head Diameter  28mm
Wattage  1W
Voltage  12V
IP Rating IP54

PART NO.

LEDKIT30141W3 BL

The Newt is a new range of outside cool white LED lights. 
They are rated IP54. This range is a simple plug & play 
system. They can easily be installed in your garden and 
give an amazing effect. Each LED light has a flexible arm 
for easy positioning of the light. 
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