


z

 REM10 *

 REM10 *

*

      
  

INSTALLATION GUIDE

1. Isolate Supply

Ensure that the mains supply is 
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3. Enter Installation Date2. Mains Connection

6. Plu�P In Power Input Connector 7. Sel�(-test Function 8. Restore Supply 

5. LED Indicator Installation
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Dimma��le
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4. Connections

A

2. Connect connector B 
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3. Connect connector C 
to LED module 

Cut-out 22mm

D

*Note: if plug & play connectors provided are not suitable please disconnect ry before replacing the connectors. Then reconnect again. 
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 LED Indicator

C To Luminaire DC
Driver AC lnput

Driver DC output

Luminaire DC input

LED Indicator
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Self-Test Remote EM Pack
FXR04S-55/3

Ta: 0-50�-������Tc: 70�-

Batch code: Z2038

SELF 
REMOVE LINK 

TEST
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O DISABLE 

ION

Output V oltage: 10-55VDC
U-OUT(max)=55V 
Emergency Power  3W
Battery: Li-ion 3.6V 5000mAh
3hr duration

Made in PRC
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Driver AC lnput

Driver DC output

Luminaire DC input
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Ta: 0-50�-������Tc: 70�-

Batch code: Z2038

SELF 
REMOVE LINK 

TEST
T

 FUNCTION
O ENABLE 

Output V oltage: 10-55VDC
U-OUT(max)=55V 
Emergency Power  3W
Battery: Li-ion 3.6V 5000mAh
3hr duration

Made in PRC

 

*NOTE: I�( remote control �(acility is required it is necessary to add the in�(rared recei�Àer IR/R.
              Please contact Fox Lux �(or more in�(ormation

Remove link to enable self-test func� on

  


