MR. RESISTOR

150W Single Output Switching Power Supply R S - 1 5 0 series

W Features :

* Protections:Short circuit/Over load/Over voltage
* Cooling by free air convection

* LED indicator for power on

* 100% full load burn-in test

* Al using 105C long life electrolytic capacitors
* Withstand 300VAC surge input for 5 second
* High operating temperature up to 70T

* Withstand 5G vibration test

* High efficiency, long life and high reliability
* 3years warranty

w N

SPECIFICATION -
MODEL RS-15033 RS-150-5 RS-150-12 RS150-15 Rs-150-24 Rs-150-48
DCVOLTAGE 33 W w I v M
RATED CURRENT 308 ) 1258 108 654 33n
| CURRENT RANGE 0~30A 0-26A 0-125A [o~10a 0-65A 0-33A
| RATED POWER £ 1300 150W 1500 156N 158.4W
| RIPPLE & NOISE (max) ote2| 80 ) T20mVpp [120mvpp T2mpp 200mvpp
OUTPUT | VOLTAGEADJ.RANGE |32V ~35V 475-55V T4~ 132y 1825~ 165V |228-264V 456-528V
VOLTAGE TOLERANCE Note 3 £3.0% 20% 1.0% 0% +1.0% 0%
LINE REGULATION __Note.d 10.5% 5% 20.5% 205% 05% 05%
LOAD REGULATION _ ote | 20 0% 05% [205% 5% 5%
SETUP, RISE TINE ms, 20ms/230VAC 1200
HOLDTIME (Typ.) ms/Z30VAC
/OLTAGE RANGE ~ 132VAC
FREQUENCY RANGE 47-63H
weur | EFFICIENCY(Typ) Tah 8% 3% 8% % 1%
'AC CURRENT (Typ,) SATISVAC _ 2AZ30VAC
INRUSH CURRENT (Typ) | COLD START 40AI230VAC.
LEAKAGE CURRENT <2mA240VAC
10-
rorecnion oA Protecton type : Hiccup mode, ec moved
S8-445v  [575-675V [ 1a8-16V [ 1725-2025v [ 276-524 | 552-648V
OVERVOLTAGE
WORKING TEMP. 25 ~+70C (Refer o output load derating curve)
[ 20~ 90% RH non-condensing |
ENVROWENT | STORAGE TEMP, HUMIDITY | 40~ +85C, 10~ 95% RH
TEMP. COEFFICIENT 0.03%/C (0~ 50C) |
VIBRATION 10~ 500Hz, 5G 10min. 1cycle, period for 60min.each along X, Y, Z aves
|SAFETY STANDARDS UL0350-1, TUV EN60950-1 Approved ]
WITHSTAND VOLTAGE IP-OP-3KVAC _IIP-FG:1 SKVAC _OIPFGSKVAC
SAFETYa. 1s0L 1P-OF. IP-FG. OP- |
Enc 8
Dlokey [HARMONIC CURRENT ‘Compliance to EN61000-3-2,- |
EMS IMMUNITY Compliance to EN§1000-4-2.3.45,6.8, 11 ENV50204, EN61000-6-2 (EN50082-2) heavy ndustry lvel, rteria A
WTBF 244KHrs min.__ MILHOBK-217F (25C)
OTHERS | DIMENSION 199'98°38mm (L'WH)
PACKING 07Kg: 205 5KGOSCUFT
vore | -Alpar NOT specially o e a0 a1 25 ofanbert g
3 Totanca : nciodes s up 0tance, e aquaton an oad et
& L eguion s mzsurd fom ow i o hgh in e
5. Load reguiaton is measured ffom 0% to 100% rated
6 o pows uppy s conidor  component koo st ko e e, Tho na spment must 1o confmod hat sl mets
. art. Tuming ONIOFF the power Supply vey q y of the set up time.




MR. RESiST!
Lighting Specialiet Eat. 1068

150W Single Output Switching Power Supply R S - 1 5 0 series
W Mechanical Specification CaseNo.902A Unit:mm
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Terminal Pin. No Assignment
PinNo. | Assignment | Pinlo, | Assgnment
1 ACL 45 | DCOUTPUT-V
2 ACN | 67 | DCOUTPUT+V
b 76 -
W Output Derating W Static Characteristics
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AMBIENT TEMPERATURE (C) INPUT VOLTAGE (VAC) 60Hz




