O MR. RESISTOR
Lighting Specialist Eet. 1968

50W Single Output Switching Power Supply

RS'50 series

W Features :

* Universal AC input / Full range
* Protections:Short circuit/Over load/Over voltage
* Cooling by free air convection
* LED indicator for power on

* 100% full load burn-in test

* Al using 105C long life electrolytic capacitors
* Withstand 300VAC surge input for 5 second
* High operating temperature up to 70T

* Withstand 5G vibration test
igh efficiency, long life and high reliability
* 3years warranty

SPECIFICATION
MODEL RS-50.33 RS-505 RS-50-12 RS-50-15 RS-5024 RS-5048
DCVOLTAGE EEY W v [ 2V 8y
RATED CURRENT 108 108 428 308 224 A
‘CURRENT RANGE 0-10A 0-10A 0-428 0-34A 0-228 0-1.1A
RATED POWER ) sow 04w 5w s2aw 200
| RIPPLE & NOISE (max) Note2] 80mVp-p BomVpp 120mVpp 20mVpp 20mVpp 200mVpp
OUTPUT | VOLTAGEADJ.RANGE |3V ~356V 475-55V 108-132V 135165V 2-212 a2-50v
VOLTAGE TOLERANCE Note3 | £3.0% 20% 1.0% 1.0% +1.0% 0%
LINE REGULATION 205% 5% 20.5% 205% 05% 05%
LOAD REGULATION 20% 0% 05% 205% 5% 5%
SETUP, RISE TINE ms, 20msI230VAC
HOLDTIME (Typ.) mS/Z30VAC __14ms/115VAC al fullload
VOLTAGE RANGE 88~ 2640AC
FREQUENCY RANGE 47~63H
Wyt | EFFICIENCY(Typ) 2% 8% 1% % % %
'AC CURRENT (Typ. 13ANSVAC 0 8AR3OVAC
INRUSH CURRENT (Typ) | COLD START S3A230VAC.
L
0=
SROTECTON g ,rec condton s removed
38445V [575-675V | 138-162V  |25-2025v  [276-324v | ssz-eaav |
OVERVOLTAGE |
WORKING TEMP. 25~ +70C (Refer o ouut load deratng curve)
20~90% RH non-condensing 1
ENROWENT | STORAGE TEMP, HUMIDITY | 40~ +85C, 10~ 95% RH
TEMP. COEFFICIENT £0.03%/C (0~50C) ]
VIBRATION 10~ 500Hz, 5G 10min.1cycle, perod for 60min. each along X, ¥, Zaxes.
AFETY STANDARDS UL60850-1, TUV EN60950-1 Approved ]
WITHSTAND VOLTAGE | IP-OIP-3KVAC _IP-FG:1.5KVAC _OIPFG0SKVAC
sareTv s, [1s0L UP-OIP. IP-£6, OIP-FG:100M Ohms’500V0C ]
EnC 8
(hoto4) .
,3.4,56.8,11; ENVS0204, L creriaA
[WTBF 228Krs min.__ MIL-HDBK-217F (25°C)
OTHERS | DIMENSION 99'97'G6mm (LW'H)
PACKING 0.41Kg; 45pcs/19 KGO SCUFT
Al NOT specially o0 al 230VAC nput, rated load and 25°C of ambient lemparature.
NOTE | 2 ipgle bar 9a 12" ot
3. Tolerance :incudes set p tolerance, i regulaton and load reguiaton.
4. The power supply nal equipment. The fina it st meets
EMC direcives




MR. RESISTO
Lighting Specialiet Eat. 1068

50W Single Output Switching Power Supply

RS'50 series

W Mechanical Specification
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INPUT VOLTAGE (VAC) 60Hz

CaseNo.905B  Unitmm
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